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1 Application 
- To prepare the green moulding sand sample for various parameters check of moulding sand in laboratory.  

2 Technical specifications  
Mains: 230 V single phase A.C.  
37 rpm/min is constant speed. 
Dimensions of machine : 51*64*60 cm 
Weight of machine: 160 kg 

3 Operation 
Take 5 kg of dry sand sample and place it in the mixer. 
Bentonite powder is added to the sand at the desired rate (recommended ratio is %10) 
Close the top cover and press the Start button and the mixer will start to rotate. Mix the sand with bentonite for 2 
minutes (Dry mixing). After 2 minutes, add water to the sand and bentonite mixture. (recommended ratios %10 for 
bentonite, % 4-5 for water; % 4,5-5 coal powder) Then the mixing chamber should rotate for 5-6 minutes. 
After the process, the molding sand will be ready, press Stop or stop automatically after the specified time, then pull the 
sand drain towards you to allow the sand to pour out of the mixer and collect the sand in a closed container. 
After the process, clean the device before the next test. 

4 Precautions 
Do not put your hand inside the mixer while it is rotating. When you open top cover, machine stops automatically. 
Make sure to turn off the power supply before cleaning the mixing bowl. 
Do not put hard materials such as metal parts into the drum. 
The appliance will not operate with the top cover open, for safety reasons the cover must be closed. 
 

 

 

 

 

 

 

 

 

 

 

 

 

Out of use 

Used to reset 

time 

Stops the time,  
doesn't stop the engine 

Time setting Press 1 time, 

then the letter S becomes 

active, enter the desired time 

with the up and down 

buttons, press the same 

button to disable the letter S 
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5 Overview  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Top Cover 

Mixer 

Mixer fixing 

ON/OFF 

Sand discharge chamber 
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Mixer blade 

Sand cleaner arm 

Shredder cylinder 

Shredder cylinder 

Water drain pipe 

Water tank 
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Top cover safety 

switch 

Top cover 
water inlet tank 


